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1
METHOD AND APPARATUS FOR
MEASURING AND REPORTING A RANK AND
A PRECODING MATRIX FOR
MULTIPLE-INPUT MULTIPLE-OUTPUT
COMMUNICATION

CROSS REFERENCE TO RELATED
APPLICATIONS

This application is a continuation of U.S. patent applica-
tion Ser. No. 13/311,110, filed Dec. 5, 2011, which issue as
U.S. Pat. No. 8,483,085 on Jul. 9, 2013, which is a continu-
ation of U.S. patent application Ser. No. 12/496,129, filed Jul.
1, 2009, which issue as U.S. Pat. No. 8,072,899 on Dec. 6,
2011, which claims the benefit of U.S. Provisional Applica-
tion No. 61/077,620 filed Jul. 2, 2008 and U.S. Provisional
Application No. 61/077,709 filed Jul. 2, 2008, the contents of
which are hereby incorporated by reference herein.

FIELD OF INVENTION

This application is related to wireless communications.

BACKGROUND

Spatial multiplexing of a wireless transmit/receive unit
(WTRU) that uses multiple-input multiple-output (MIMO)
communication means may involve determining a number of
settings and parameters. The selection of these settings and
parameters desirably improve the quality and reliability of the
MIMO communications. For example it is desirable for the
WTRU to determine a desired rank indicating a number of
useful transmission layers.

For open-loop spatial multiplexing mode, a reported rank
equal to one indicates a transmit diversity should be used for
the MIMO communications, while a reported rank higher
than one, (e.g., two, three, or four), indicates that large delay
cyclic delay diversity (CDD) with two, three or four corre-
sponding layers should be used.

For closed-loop spatial multiplexing mode, a reported rank
indicates a closed-loop precoding with the corresponding
number of layers, (e.g., one, two, three or four), should be
used.

Rank measurement and generation may be performed for
MIMO spatial multiplexing for both open-loop and close-
loop schemes.

Additionally, the determination of a precoding matrix
index (PMI) may be desirable for MIMO communications by
a WTRU.

The present application includes several example methods
and apparatuses for selecting and reporting ranks and PMIs
for MIMO communication by a WTRU.

SUMMARY

A method and apparatus for measuring and reporting a
rank and/or a precoding matrix for multiple-input multiple-
output (MIMO) communication are disclosed. A metric indi-
cating a channel condition is measured and a rank is selected
based on the metric. The metric may be a signal-to-interfer-
ence and noise ratio (SINR), throughput, a block error rate
(BLER), system capacity, a sum rate, or the like. An SINR for
each radio block group (RBG) for each rank is calculated. A
data rate is calculated for each RBG based on the SINR for
each rank. An overall rate for all RBGs is calculated for each
rank. At least one rank is selected based on the overall rate. At
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2

least one precoding matrix may be selected jointly with or
separately from the at least one rank.

BRIEF DESCRIPTION OF THE DRAWINGS

A more detailed understanding may be had from the fol-
lowing description, given by way of example in conjunction
with the accompanying drawings wherein:

FIG. 1is aschematic block diagram illustrating an example
long term evolution advanced (LTE-A) telecommunications
system according to the present application;

FIG. 2 is a schematic block diagram illustrating an example
wireless transmit/receive unit (WTRU) and Node-B accord-
ing to the present application;

FIG. 3 is a flowchart illustrating an example method for
selecting a rank for multiple-input multiple-output (MIMO)
communication by a wireless transmit/receive unit (WTRU)
according to the present application;

FIG. 41is a schematic block diagram illustrating an example
WTRU configured to select a rank and/or precoding matrix
index (PMI) for MIMO communication according to the
present application;

FIG. 5 is a flowchart illustrating an example method for
selecting a joint PMI and rank for MIMO communication by
a WTRU according to the present application; and

FIG. 6 is a flowchart illustrating an example method for
selecting a PMI for MIMO communication by a WTRU
according to the present application.

DETAILED DESCRIPTION

When referred to hereafter, the terminology “wireless
transmit/receive unit (WTRU)” includes but is not limited to
a user equipment (UE), a mobile station, a fixed or mobile
subscriber unit, a pager, a cellular telephone, a personal digi-
tal assistant (PDA), a computer, or any other type of user
device capable of operating in a wireless environment. When
referred to hereafter, the terminology “base station” includes
butis not limited to a Node-B, a site controller, an access point
(AP), or any other type of interfacing device capable of oper-
ating in a wireless environment.

FIG. 1 shows a wireless communication system 100
including a plurality of WITRUs 110, a Node-B 120, a con-
trolling radio network controller (CRNC) 130, a serving radio
network controller (SRNC) 140, and a core network 150. The
Node-B 120 and the CRNC 130 may collectively be referred
to as the UTRAN.

As shown in FIG. 1, the WTRUs 110 are configured for
multiple-input multiple-output (MIMO) communication
with the Node-B 120, which is in communication with the
CRNC 130 and the SRNC 140. Although three WTRUs 110,
one Node-B 120, one CRNC 130, and one SRNC 140 are
shown in FIG. 1, it should be noted that any combination of
wireless and wired devices may be included in the wireless
communication system 100.

FIG. 2 is a functional block diagram 200 of a WTRU 110
and the Node-B 120 of the wireless communication system
100 of FIG. 1. As shown in FIG. 2, the WIRU 110 is in
communication with the Node-B 120 and both may be con-
figured to perform methods of MIMO rank selection and/or
PMI selection in a WTRU.

In addition to the components that may be found in a
typical WTRU, the WTRU 110 includes a processor 115, a
receiver 116, a transmitter 117, and an antenna 118. The
processor 115 is configured to perform a method of rank
and/or precoding matrix index (PMI) measurement and selec-
tion ina WTRU. The receiver 116 and the transmitter 117 are
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in communication with the processor 115. The antenna 118 is
in communication with both the receiver 116 and the trans-
mitter 117 to facilitate the transmission and reception of
wireless data.

In addition to the components that may be found in a
typical base station, the Node-B 120 includes a processor
125, a receiver 126, a transmitter 127, and an antenna 128.
The processor 125 may be configured to perform methods of
selecting MIMO rank selection and/or PMI selection in a
WTRU. The receiver 126 and the transmitter 127 are in com-
munication with the processor 125. The antenna 128 is in
communication with both the receiver 126 and the transmitter
127 to facilitate the transmission and reception of wireless
data.

Example methods and apparatuses for enhanced MIMO
rank and/or PMI measurement and generation are disclosed.
Example methods and apparatuses for feedback and reporting
of the selected PMI and rank information indicative of the
selected rank are also disclosed. Several example methods for
enhanced MIMO rank and/or PMI measurement and genera-
tion are described in detail; however, these examples are not
intended to be limiting.

During MIMO operation the rank information are desir-
ably measured and generated at a receiver or a WTRU and the
generated rank information are fed back to a transmitter or an
eNodeB. Rank measurement and generation may be per-
formed for MIMO spatial multiplexing for both open-loop
and closed-loop schemes.

For spatial multiplexing, the WTRU determines a rank
indicating a number of useful transmission layers. For open-
loop spatial multiplexing mode, a reported rank equal to one
indicates that a transmit diversity should be used, while a
reported rank higher than one, (e.g., two, three, or four),
indicates that large delay cyclic delay diversity (CDD) with
two, three or four corresponding layers should be used.

For closed-loop spatial multiplexing mode, the reported
rank indicates a closed-loop precoding with the correspond-
ing number of layers, (e.g., one, two, three or four), should be
used.

Table 1 summaries the rank value and the corresponding
spatial multiplexing schemes for both open-loop and closed-
loop modes.

TABLE 1
Rank Corresponding Corresponding
(Number of  Open-Loop Spatial Closed-Loop Spatial
layers) Multiplexing Scheme Multiplexing Scheme
1 Transmit Diversity Precoding (one layer)
2 Large delay CDD (two Precoding (two layers)
layers)
3 Large delay CDD (three Precoding (three layers)
layers)
4 Large delay CDD (four Precoding (four layers)
layers)

The example methods and apparatuses described below
may be to determine the desired rank for the current channel
condition according to predetermined criteria. These criteria
may include a signal-to-interference and noise ratio (SINR)-
based metric. Other criteria, such as throughput, block error
rate (BLER), system capacity, sum rate-based metrics, etc.
may also be used.

Often a single rank measurement and generation, as well as
a single rank feedback and reporting are used for a large
bandwidth, (e.g., the entire bandwidth). Alternatively, the
same methods may be extended to measure and generate
multiple ranks for portions of the bandwidth, if desired. For
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example, a rank for each sub-band or group of sub-bands may
be measured and generated. Accordingly, these multiple
ranks, (i.e., each for a sub-band or a group of sub-bands), may
be fed back and reported as part of a multi-band rank or
multi-rank measurement and reporting scheme.

For a 2x2 antenna configuration, 1 bit may be required to
represent the rank, (either rank=1 or 2). For a 4x4 antenna
configuration, 2 bits may be required to represent the rank,
(i.e., rank=1, 2, 3 and 4).

TABLE 2

Number of Bits for Rank Feedback

2 x 2 MIMO
4 x 4 MIMO

1 bit
2 bits

FIG. 3 is a flowchart illustrating an example method for
rank measurement and generation in a WTRU using MIMO
communication.

For each rank of a plurality of possible ranks, a value of a
metric indicative of the channel condition of the MIMO com-
munication by the WTRU using that rank is determined, step
300. This metric may be based on one or more measured
quantities indicative of the channel condition, such as signal-
to-interference-and-noise ratio (SINR), throughput, a block
error rate (BLER), system capacity, or a sum rate.

The rank may then be selected from the plurality of ranks
based on the values of the metric, step 302.

For example, if the metric is a sum rate based on SINR, the
SINR may be computed based on the channel measurement,
(e.g., channel estimation) for each rank, or each sub-band
(i.e., resource block (RB)), or resource block group (RGB)
thereof. A rate for each sub-band, or RBG, may then be
computed based on the measured SINR for the sub-band, or
RBG. The overall sum rate is then computed for all sub-bands
for each rank by adding the sub-band rates, or RBG rates, of
the individual sub-bands, or RBGs. The desired rank is
selected based on this overall sum rate, i.e. the rank having the
largest sum rate is selected.

The value of the metric for each rank may also be deter-
mined by determining a stream sub-value of the metric for
each spatial stream used for the MIMO communication.
These stream sub-values of the metric may then be added to
determine the value of the metric.

In open-loop spatial multiplexing mode rank one corre-
sponds to transmit diversity scheme and rank two or higher
corresponds to large delay CDD scheme. A sum rate-based
metric is used herein as an example. These example methods
involve computing a sum rate for each rank. When computing
the sum rate for rank one, a transmit diversity scheme is
assumed. The SINR is measured and computed assuming
transmit diversity scheme is used. When computing overall
rates for rank two or higher, large delay CDD is assumed. The
SINR is measured and computed assuming large delay CDD
with proper number of layers. Overall rate is then computed
based on the computed SINR for each rank.

The SINR for the j-th spatial stream and rank p, i.e. the rank
PJRBG SINR, in the g-th RBG may be expressed as follows:

» |2 Equation (1)
P = &.Jr]
& Ns
[62] (p)
Z gjk| +U—ZZ |Zgjk
k=
p=2,3...P
where w_, % and Z ik 7 is the (j,k)-th element of matrix

W, ® and Z 2 respectlvely and N is the number of data
streams p= 2 for 2x2 MIMO and P=4 for 4x4 MIMO.
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Matrix Zg(P) may be obtained by:

Zg(p):ngH(ngngH +R,) 7Y Equation (2)

where R,, is the covariance matrix of interference and/or
noise.
The matrix Wg(‘”) may be obtained by:

Wg(p) :Zg(p)Hg(p). Equation (3)

The channel H g(P) is the averaged effective channel matrix
of rank p for the g-th RBG. Large delay CDD may use several
matrices. Large delay CDD may use two matrices for two
layers, three matrices for three layers and four matrices for
four layers. In addition, the matrix may cycle through or hop
through different version of the matrix for obtaining diversity
gain. The SINR may be averaged over all matrices. The effec-
tive channel matrix may be averaged over all matrices to
produce a single averaged matrix. The large delay matrix is
expressed as follows:

T=W(iE)DEHU; Equation (4)

where W(i) is a matrix pre-selected from a precoding code-
book. W(i) may be a single matrix or selected from a subset of
precoding codebook. D(i) is a matrix that may depend on the
data symbol index i. U is a predetermined fixed matrix. If
there is a single matrix for W(i), for 2 transmit antenna con-
figuration there may be two matrices for D(i) if it is two layers
as follows:

. 1 0 Equation (5)
D) = [0 g2 }’

i=0,1.

If there are multiple matrices for W(i), for 4 transmit
antenna configuration assume W(i)e{C,,C,, . .., C,}, each
W(i) combines with a D(i) to produce a new matrix T. There
may be three matrices for D(i) if it is three layers as follows:

1 0 0 Equation (6)
D(i)=|0 ek 0

0 0 o Jmir3
i=0,1,2.

There may be four matrices for D(i) if it is four layers as
follows:

1 0 0 0 Equation (7)
0 e s 0 0

b = 0 0 gt 0
0 0 0 g

i=0,1,2,3.

The SINR should be averaged over all matrices D(i) and/or
W(i) depending on the way that matrices W(i) are assigned.
Once matrix T is determined, the effective channel may be
computed accordingly. For each matrix T obtained, a corre-
sponding SINR is computed. Denote the computed SINR as
SINR,, SINR,, . . ., SINR,. The averaged SINR may be
obtained as follows:

25

30
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40

45

50

55

60

N Equation (8)
SINRag = " aiSINR;.
i=1

where q, is the weight coefficient for averaging processing.

The SINR for transmit diversity using Alamouti scheme for
linear minimum mean square error (LMMSE) or maximum
ratio combining (MRC) may be computed for two transmit
and one receiving antennas as follows:

[hguil® + |hg 1ol Equation (9)

2
U—n

L) _
Vfgj)—

Similarly the SINR for transmit diversity using other
schemes may be properly computed. Once the SINR is com-
puted, the overall rate may be computed accordingly:

Equation (9a)

where yg(l’l) is the SINR for rank 1 and one stream for trans-
mit diversity. Nt and Nr are the number of antennas at trans-
mitter and receiver respectively.

The sum rate of all spatial streams and all sub-bands or
RBGs for rank p may be expressed as follows:

Ng »p Equation (10)

n» = Z Z log2(1 +yfgp,j))’

g J=l

p=12...,P

where Ng is the number of RBGs in the configured system
bandwidth. A single rank is selected. The rank that maximizes
the overall rates across all RBGs is selected,

Ranks, = argmax [17; Equation (11)
PeQp

where Q,, is a set of allowable rank, ie., Q,={1,2,...,P}.
Typically, for 4x4 MIMO configuration €2,={1,2,3,4}. Maxi-
mum rank equals four. If p=1 is selected, it indicates transmit
diversity is preferred. If p=2, 3 or 4 are selected, it indicates
large delay CDD with two, three or four layers are preferred.

In closed-loop spatial multiplexing mode, rank x corre-
sponds to a small delay CDD scheme with x layers. Value of
x may be one to four for 4x4 antenna configuration and one or
two for 2x2 antenna configuration. A sum rate-based metric is
used herein as an example. These example methods involve
computing the overall rate for each rank. The SINR is mea-
sured and computed assuming small delay CDD with proper
number of layers.

When sum rate criteria are used, the SINR may be desir-
ably computed for each given rank. The sum rate is then
computed based on the computed SINR. An example proce-
dure for measuring and generating rank information using
sum rate criteria is described as follows:
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Step 1: The bandwidth is partitioned into several sub-bands
or RBGs of proper size for measurement and channel aver-
aging purpose. The size may be chosen by implementation for
optimum performance.

Step 2: For each sub-band or RBG, an SINR for each rank
is computed. Therankis 1, 2, ..., P, where P is the maximum
rank for a given antenna configuration of an eNodeB and a
WTRU. For example if antenna configuration is 4x4, the
maximum rank P=4. The SINR is computed for each spatial
stream for each rank.

Step 3: For each sub-band or RBG, a data rate is computed
for each rank based on the SINR computed in each sub-band
or RBG. If the rank is one, data rate is computed for one layer.

Step 4: A corresponding overall sum rate of all sub-bands
or RBGs is computed for each rank=1, 2, . . . , P using the
previously computed sum rates for each sub-band or RBG.

Step 5: A rank that has the highest overall sum rate is
selected.

Denote Hg(‘”) the averaged effective channel matrix of rank
p for the g-th sub-band or RBG. The averaged effective chan-
nel matrix of rank p for the g-th sub-band or RBG, Hg(P), is
obtained by a multiplication of channel matrix H, and pre-
coding matrix Tg(‘”) of rank p for the g-th sub-band or RBG, as
follows:

HOxH T . Equation (12)

The SINR for the j-th spatial stream for rank p in the g-th
sub-band or RBG may be expressed as follows:

1 Equation (13)

(P.j) — —1.

4 2 TR
2[( g2 g? 2
o|(HEHE + o21] ]jd_
Alternative measurement for SINR for the j-th spatial
stream and rank p in the g-th sub-band or RBG may be
expressed as follows:

WP 2 Equation (14)
P.J) = &
Ve N
(») ®) |2
Z gjk| +0—22 |Zgjk
k=Lk+j
where w, ;. *’ and z, ) is the (j,k)-th element of matrix

W, ® and7 Z, (P) respectlvely Matrix 7, ) may be obtained by:
Zg(p):ngH(ngngH+R1,,) L Equation (15)

where R, is the covariance matrix of interference and noise.

The matrix Wg(P) may be obtained by:
W D=z PH®. Equation (16)

The sum rate of all spatial streams and all sub-bands or
RBGs for rank p may be expressed as follows:

Ng »p Equation (17)
m® = Z Z log2(1 +yf§,p'j)),

g J=l
p=12...,P

where Ng is the number of sub-bands or RBGs in the config-
ured system bandwidth. A single value for rank is selected for
a large bandwidth. The rank that maximizes the overall rates
across all sub-bands or RBGs is selected, as follows:

arg max 17, Equation (18)

P.pEQp

Rankse =

where €, is a set of allowable rank, (i.e.,, ,={1,2, ..., P}).
Typlcally, for 4x4 MIMO configuration Q {l 2,3 4} and the
maximum rank is four.

It is contemplated that a second rank which has the second
highest overall rates or the second best metric may also be
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selected. In this example embodiment, the WTRU may signal
the first and second ranks that have the highest overall rates or
the best metric (primary rank) and the second highest overall
rates or the second best metric (secondary rank), respectively.
This allows the network to have more flexibility to assign the
rank and schedule the resources for data transmission if the
first rank, or primary rank, may not be desirable from a
network perspective. The network may signal to the WTRU,
indicating whether the second best rank should be reported or
not. Such indication may be done semi-statically or dynami-
cally.

In a further example embodiment, the best K ranks may be
selected which have the K highest overall rates or the K best
metric. The WITRU may signal the best K ranks to allow
network to have flexibility to assign the number of data
streams and schedule the resources for data transmission if
the some rank(s) is(are) not desirable from a network per-
spective. The network may signal to the WTRU, indicating
whether the best K ranks should be reported or not. Such
indication may be done semi-statically or dynamically.

Once the desired rank for MIMO communication by the
WTRU has been selected rank information indicative of the
selected rank is transmitted by the WTRU, step 304. When
reporting rank information, the WTRU desirably reports a
single instance of the number of useful transmission layers.

For each rank reporting interval for closed-loop spatial
multiplexing mode, a WIRU determines a rank from the
supported set of rank values for the corresponding antenna
configuration of the eNodeB and the WTRU and reports the
number in each rank report.

For each rank reporting interval for open-loop spatial mul-
tiplexing mode, a WTRU determines a rank from the sup-
ported set of rank values for the corresponding antenna con-
figuration of the eNodeB and the WTRU and reports the
number in each rank report.

A WTRU may perform aperiodic rank reporting using the
physical uplink shared channel (PUSCH) upon receiving an
indication sent in a downlink scheduling grant. The minimum
reporting interval for aperiodic reporting of rank information
may be one subframe. A WTRU may be semi-statically con-
figured by higher layers to feed back rank information on the
PUSCH using one of the reporting modes.

The rank value that the WITRU determines may also be
used for selecting the precoding matrix index (PMI) and the
calculation of the channel quality index (CQI). Rank and PMI
may be computed and determined separately. Alternatively,
the rank and PMI may be computed and determined jointly by
WTRU.

A WTRU may be semi-statically configured by higher
layers to periodically feed back rank information on the
physical uplink control channel (PUCCH) using one of the
reporting modes. The reporting interval of rank information
reporting may desirably be an integer multiple of wideband
CQI and/or PMI reporting period. The offset between rank
information reporting and wideband CQI and/or PMI report-
ing instances is configured and the same or different offset
values may be used for rank and CQI/PMI reporting. Both the
reporting interval and offset may be configured by higher
layers. In case of collision of rank information and wideband
CQI and/or PMI reporting, it may be desirable for the rank
information to be transmitted and the wideband CQI and/or
PMI reporting to be discarded. In this case, rank information
is considered to be more important than CQI and/or PMI.

In addition to selecting a desired rank for MIMO commu-
nication be a WTRU, it may be desirable to select a PMI from
among a plurality of possible PMIs as well. For MIMO com-
munication with precoding, two example approaches for PMI
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and rank selection are described in detail below—a joint
approach for rank and PMI selection and generation, and a
separate measurement approach for rank and PMI selection
and generation. In the joint approach, rank and PMI are mea-
sured and selected jointly. In the separate measurement
approach, rank and PMI are generated separately and indi-
vidually. Thus, the joint approach uses one stage processing
while separate measurement approach uses two stages pro-
cessing.

In the separate measurement approach, for each PMI of a
plurality of PMIs, a PMI value of the metric using the selected
rank may be determined. One PMI is then selected from the
plurality of PMIs based on the PMI values of the metric and
the selected PMI is then transmitted.

As an example of this approach, continuing the example
described above using SINR and a sum rate as the metric, an
SINR for LMMSE may be computed for each sub-band or
RBG for the selected rank assuming open-loop MIMO com-
munication. A corresponding data rate for each sub-band or
RBG for each rank may then calculated using the computed
SINR for that sub-band or RBG. The overall rates for all
sub-bands or RBGs are summed up. The rank that produces
the highest overall sum rate is then selected. Once the rank is
selected, a corresponding precoding matrix is selected as
follows. Given the selected rank, an SINR is computed for
each PMI for each RBG. An overall sum rate is calculated by
summing up the data rates of all RBGs for each precoding
matrix. The desired precoding matrix is then selected for the
selected rank in open loop MIMO as the precoding matrix
having the highest sum rate for the selected rank.

An SINR for LMMSE may be computed for each RBG for
given rank and precoding matrix. The corresponding data rate
for each RBG may be calculated using the computed SINR
for that RBG. The overall rates for all RBGs may be calcu-
lated for the given rank and precoding matrix. The SINR for
the j-th spatial stream for given precoding matrix F and rank
p may be expressed as follows:

) WP 2 Equation (19)
PP = () .
& Ns ) Ns 2’
(P) 2 (p)
Z Pl + 0 nz 4
k=Lk+j k=1
®) ®) ; : :
where w,;,*’ and 7, ,*’ is the (j,k)-th element of matrix

Wg(‘”) and Zg(‘”) respectively. The channel Hg(P) istheaveraged
channel matrix of rank p for the g-th RBG.
Matrix Zg(P) may be obtained by:

Zg(p):ngH(ngngH +R;) Equation (20)

where R,, is the covariance matrix of interference and/or
noise.
The matrix Wg(‘”) may be obtained by:

Wg(p) = Zg(p) Hg(p)_ Equation (21)

For single PMI measurement, the sum rate of all spatial
streams and all RBGs for rank p and PMI i may be expressed
as follows:

Ne Ns Equation (22)

07 =3 > lo2(1 +7%");

g =l

where Ns is the maximum number of data streams and Ng
is the number of RBGs to be considered.
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The PMI that maximizes the overall rates across all RBGs
is selected,

(p)
PMI, = argm‘_axl_[ .

i

Equation (23)

It is contemplated that a second PMI which has the second
highest overall rates or the second best metric may also be
selected. In this example embodiment, the WTRU may signal
the first and second PMIs that have the highest overall rates or
the best metric (primary rank) and the second highest overall
rates or the second best metric (secondary rank), respectively.
This allows the network to have more flexibility to assign the
PMI and schedule the resources for data transmission if the
primary PMI is not desirable from a network perspective. The
network may signal to the WTRU, indicating whether the
second best PMI should be reported or not. Such indication
may be done semi-statically or dynamically.

In a further example embodiment, the best K PMIs may be
selected which have the K highest overall rates or the K best
metrics. The WTRU may signal the best K PMIs to allow
network to have flexibility to assign the PMI and schedule the
resources for data transmission if the some PMIs are not
desirable from a network perspective. The network may sig-
nal to the WTRU, indicating whether the best K PMIs should
be reported or not. Such indication may be done semi-stati-
cally or dynamically.

For multiple PMI measurement, the sum rate of all spatial
streams for g-th RB and PMI i given rank p may be expressed
as follows:

(p) Ns Equation (24)

]_[ = > log2(L+y7").
=1

&i

The PMI that maximizes the rate for each RBG is selected,

(p)

Equation (25)
PMIg e = argm‘axl_[ .
&

It is contemplated that a second PMI which has the second
highest overall rates or the second best metric may be selected
for each subband or RBG. In this example embodiment, the
WTRU may signal the first and second PMIs that have the
highest overall rates or the best metric (primary rank) and the
second highest overall rates or the second best metric (sec-
ondary rank), respectively. This allows the network to have
more flexibility to assign the PMI and schedule the resources
for data transmission for each RBG if the primary PMI is not
desirable from a network perspective for that particular RBG.
The network may signal to the WTRU, indicating whether the
second best PMI for certain RBG or RBGs should be reported
or not. Such indication may be done semi-statically or
dynamically.

In a further example embodiment, the best K PMIs for each
subband or RBG may be selected which have the K highest
overall rates or the K best metrics for that subband or RBG.
The WTRU may signal the best K PMIs for each subband or
RBG to allow network to have flexibility to assign the PMI
and schedule the resources for data transmission if some of
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PMIs are not desirable from a network perspective. The net-
work may signal to the WTRU, indicating whether the best K
PMIs for each subband or RBG should be reported or not.
Such indication may be done semi-statically or dynamically.

For MIMO communication with precoding, the rank mea-
surement may be performed jointly with precoding matrix
selection. FIG. 5 illustrates an example method for joint
selection of a PMI from a plurality of PMIs and a rank from a
plurality of ranks for MIMO communication by a WIRU. In
this example method only one stage joint processing is used.

For each PMI and rank combination, a value of a metric
indicative of a channel condition of the MIMO communica-
tion by the WTRU using that PMI and rank is determined, step
500. This metric may be based on one or more measured
quantities indicative of the channel condition, such as signal-
to-interference-and-noise ratio (SINR), throughput, a block
error rate (BLER), system capacity, or a sum rate.

The PMI and rank combination may then be selected from
the plurality of PMI and rank combinations based on the
values of the metric, step 502.

For example, if the metric is a sum rate based on SINR, the
SINR may be computed based on the channel measurement,
(e.g., channel estimation) for each PMI and rank combina-
tion. Alternatively, the SINR for each PMI and rank combi-
nation on each sub-band (i.e., resource block (RB)), or
resource block group (RGB) may be measured. A rate for
each sub-band, or RBG, may then be computed based on the
measured SINR for the sub-band, or RBG. The overall sum
rate is then computed for all sub-bands for each PMI and rank
combination by adding the sub-band rates, or RBG rates, of
the individual sub-bands, or RBGs. The desired PMI and rank
combination is selected based on this overall sum rate, i.e. the
PMI and rank combination having the largest sum rate is
selected.

Using Equations 19-21, the sum rate of all spatial streams
and all RBGs for rank p and PMI i may be expressed as
follows:

() Ng Ns Equation (26)

H = Z Z log2(1 +¥&Y;

g J=l

where N is the maximum number of data streams. A single
rank is selected. The rank and PMI that maximize the overall
rates across all RBGs are jointly selected,

(p)
[Rankser, PMli] = argmax] | -
pi 1.

i

Equation (27)

Once the desired PMI and rank combination for MIMO
communication by the WTRU has been selected, the selected
PMI and rank information indicative of the selected rank is
transmitted by the WTRU, step 504.

It is contemplated that a second combination of PMI and
rank which has the second highest overall rates or the second
best metric may also be selected. In this example embodi-
ment, the WTRU may signal both the first and second com-
bination of PMI and rank that have the highest overall rates or
the best metric (primary rank/PMI) and the second highest
overall rates or the second best metric (secondary rank/PMI),
respectively. This allows the network to have more flexibility
to assign the rank and PM1 and schedule the resources for data
transmission if the primary combination of rank and PMI is
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not desirable from a network perspective. For multi-RBG
combinations of rank and PMI measurement, a best combi-
nation of rank and PMI is selected for each RBG. In addition,
a second best combination of rank and PMI may be selected
for each RBG. The network may signal to the WTRU, indi-
cating whether the second best combination of rank and PMI
should be reported or not. Such indication may be done semi-
statically or dynamically.

In a further example embodiment, the best K combinations
of rank and PMI may be selected which have the K highest
overall rates or the K best metrics. The WITRU may signal the
best K combinations of rank and PMI to allow network to
have flexibility to assign the number of data streams and PMI
and schedule the resources for data transmission if the some
rank and/or PMI are not desirable from a network perspective.
The network may signal to the WTRU, indicating whether the
best K combinations of rank and PMIs should be reported or
not. Such indication may be done semi-statically or dynami-
cally.

A WTRU may perform aperiodic PMI and rank reporting
using the PUSCH upon receiving an indication sent in a
downlink scheduling grant. The minimum reporting interval
for aperiodic reporting of PMI and rank information may be
one subframe. A WTRU may be semi-statically configured by
higher layers to feed back PMI and rank information on the
PUSCH using one of the reporting modes. The PMI and rank
value that the WTRU determines may also be used for the
calculation of the CQI.

A WTRU may be semi-statically configured by higher
layers to periodically feed back PMI and rank information on
the PUCCH using one of the reporting modes. The reporting
interval of rank information reporting may desirably be an
integer multiple of wideband CQI and/or PMI reporting
period. The offset between rank information reporting and
wideband CQI and/or PMI reporting instances is configured
and the same or different offset values may be used for rank
and CQI/PMI reporting. Both the reporting interval and offset
may be configured by higher layers. In case of collision of
rank information and wideband CQI and/or PMI reporting, it
may be desirable for the rank information to be transmitted
and the wideband CQI and/or PMI reporting to be discarded.

FIG. 4 illustrates an example WTRU configured for MIMO
communication that may be used to perform the various
method of the present application. The example WTRU
includes: receiver 400; channel condition processor 404,
which is coupled to receiver 400; selection processor 406,
which is coupled to channel condition processor 404; trans-
mitter 408, which is coupled to selection processor 406; and
antenna array 402, which is coupled to receiver 400 and
transmitter 408.

Receiver 400 is configured to receive a signal detected by
antenna array 402, which it then relays to channel condition
processor 404. Channel condition processor 404 is config-
ured to determine the value of a metric indicative of channel
condition based on the received signal. Channel condition
processor 404 may be configured such that the metric values
are determined for each of a plurality of ranks, a plurality of
PMIs, or a plurality of PMI and rank combinations. The
metric may be based on at least one of SINR, throughput,
BLER, system capacity, or a sum rate.

Further, for each rank of'the plurality of PMIs and/or ranks,
channel condition processor 404 may be configured to deter-
mine the value of the metric determining a stream sub-value
(or RBG sub-value) of the metric for each spatial stream (or
RBG) used for the MIMO communication and then adding
the stream sub-values (or RBG sub-values) of the metric to
determine the value of the metric.
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Selection processor 406 (or joint selection processor in the
case of joint selection of PMI and rank) is configured to select
the PMI and/or rank from the plurality of ranks based on the
values of the metric determined by channel condition proces-
sor 404.

Transmitter 408 is configured to transmit the selected PMI
and/or rank information indicative of the selected rank.

It is noted that channel condition processor 404, selection
processor 406, and transmitter 408 may be configured to
perform any of the channel condition determination, selec-
tion, and transmission procedures disclosed above with
respect to the example methods of FIGS. 3 and 5 or below
with respect to the example methods of FIG. 6.

FIG. 6 illustrates an example method for selecting a PMI
from a plurality of PMIs for MIMO communication by a
WTRU. This example method may include procedures for
PMI selection and generation for advanced WTRUs, such as
advanced WTRUs using minimum mean square error
(MMSE) successive interference cancellation (SIC).
Example procedures for PMI selection and generation for
different MIMO precoding configurations, such as wideband
precoding, M-sub-band precoding, and per-sub-band precod-
ing, may also be included.

PMI selection may be based on various criteria. Several
criteria of PMI selection include minimum mean square error
(MMSE) based, channel capacity based and correlation based
criteria.

For each PMI of the plurality of PMIs, the value of a metric
indicative of a channel condition of the MIMO communica-
tion by the WTRU using that PMI is determined, step 600.
This metric may be based on one or more measured quantities
indicative of the channel condition, such as signal-to-inter-
ference-and-noiseratio (SINR), throughput, ablock error rate
(BLER), system capacity, or a sum rate.

The PMI may then be selected from the plurality of PMIs
based on the values of the metric, step 602.

For example, if the metric is a sum rate based on SINR, the
SINR may be computed based on the channel measurement,
(e.g., channel estimation) for each PMI. Alternatively, the
SINR for each PMI on each sub-band (i.e., resource block
(RB)), or resource block group (RGB) may be measured. A
rate for each sub-band, or RBG, may then be computed based
on the measured SINR for the sub-band, or RBG. The overall
sum rate is then computed for all sub-bands for each PMI by
adding the sub-band rates, or RBG rates, of the individual
sub-bands, or RBGs. The desired PMI is selected based on
this overall sum rate, i.e. the PMI having the largest sum rate
is selected.

In the following description of an example of the channel
condition determination and selection step according to FIG.
6, Q is used to denote a codebook or a set of candidate
precoding matrix F, such as a Discrete Fourier Transform
(DFT) or a Householder (HH) matrix. H and H_are used to
denote channel state information (CSI) and effective CSI,
respectively. The effective CSI is generated from H for a
particular precoding matrix F by the following equation:

H, =HF Equation (28)

When a MMSE linear detection receiver is used, depend-
ing on MMSE detection form is used, the mean square error
(MSE) may be expressed in accordance with the following
equation:
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y 13! Equation (29a)
MSE(F) = (Heffﬂgff + —1] ;
P

or

a1 -1 Equation (29b)
MSE(F) = (HgffHL,ff + ;1) R

where p is the signal-to-noise ratio.

In one approach, the PMI is selected if the corresponding
MSE is minimized, i.e., select F if the trace of MSE in Equa-
tion (2) is minimized in accordance with:

F= arg;r}eig r(MSE(F})). Equation (30)

Channel capacity for a given H and F (or the effective
channel H_ ;) may be expressed for two different linear mini-
mum mean square error (LMMSE) forms by:

. H 1 Equation (31a)
Capacity(F) = logydet| Hyy Her + ;1 H

or

. g1 Equation (31b)
Capacity(F) = log,zdet(HgffHeff + ;1]

In another approach, the PMI is selected to maximize the
channel capacity, i.e., select F by the following rule:

F= arg;r}eig Capacity(F;). Equation (32)

A further approach for selecting the PMI involves estimat-
ing the channel responses H and performing a singular value
decomposition (SVD) on the estimated H to obtain a precod-
ing matrix V. For N streams MIMO transmission where
1=N=N,, let A be the sub-matrix of V that is used to precode
the N stream data. Furthermore let B, be the possible combi-
nations of N column vectors of matrix F. Search all the pos-
sible combinations of column vectors of F, i.e., all the pos-
sible B, and find the one which maximize the sum of norm of
the inner product or correlation of A and B, in the search such
that:

N Equation (33)
T :ngxz;nw L B, ).
=

Precoding matrix selection may also be performed based
on sum rate criteria. SINR for LMMSE may be computed for
each precoding matrix F. Depending on the type of LMMSE
used, the SINR for the j-th spatial stream for precoding matrix
F, may be expressed by:

0 1 Equation (34a)
FPF) = ; — 1
CUHFFIHT +030)
or
- 1 Equation (34b)
7R = -1

G2[(FE HHHF; + 20T,

where H is the average channel matrix within a resource block
group (RBG).
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The sum rate for the i-th precoding matrix F, and for the
g-th RBG may be expressed by:

Ns ) Equation (35)
[ 0= 10220+ F,
g J=1

where Ns is the number of data streams. The precoding matrix
Fi that maximizes sum rate is selected,

Fou = arngr}eaél_[ (F). Equation (36)
e

SINR for LMMSE may be computed for each precoding
matrix F, and for each spatial stream. The SINR for the j-th
spatial stream for precoding matrix F, may be expressed by:

o Iwe.j” Equation (37)
Yo = s

Ns ’
Y Iwe P+ 02 Y Izg il
k=lksj =1

where w, ; and 7, is the (j,k)-th element of matrix W, and
7., respectively.
Matrix Z, may be obtained by:
ZPO=H 5 H oy H g+ Rp,) !
where R, is the covariance matrix of interference and noise.
The matrix W, may be obtained by:
Wg:ZgHEﬁg"
The effective channel matrix H,__ for the i-th precoding
matrix Fi and the g-th RBG may be obtained by:

Hy~H.F,
The sum rate for the i-th precoding matrix F, and for the
g-th RBG may be expressed by:

Equation (38)
Equation (39)

Equation (40)

Ns ) Equation (41)
[ 0= 10220+ F,
g J=1

where Ns is the number of data streams. The precoding F, that
maximizes sum rate for the g-th RBG is selected,

Foeg = arngr}sé g (F3). Equation (42)

SINR for MMSE-SIC may be computed for each precod-
ing matrix F, and for each spatial stream j. The SINR for the
codeword that is detected first is the same as SINR for
MMSE. The SINR for the j-th spatial stream for precoding
matrix F, is shown in Equation (37).

The post detection SINR depends on the detection order of
SIC. For MIMO 2x2 if detection starts with codeword 1
(CW1 or the first layer), the SINR for CW1 is computed using
Equation (37) letting j=1.

For CW2 (or the second layer) the interference cancella-
tion is taken into account. Assume SIC perfectly removes the
interference arising from CW1. The equation is reduced to
rank one transmission instead of rank two. The effective
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channel matrix H,, for the i-th precoding matrix F, and the
g-th RBG becomes a 2x1 matrix and may be obtained by:

HopP=H_F{:2),

whereF, (:,2) indicates the second column vector of matrix F,.
Matrix Zg(z) with dimension of 1x2 may be obtained by:

Equation (43)

H v _ .
Z,.P=H ;. O (H oy VH oy +Rp,) ™ Equation (44)
Scalar Wg(z) may be obtained by:
W=z OH ;. Equation (45)

The SINR for the 2nd spatial stream for precoding matrix
F, may be expressed by:

(2) 2
2 _ W ji

Ye N ; >
(2)
U'%Z |Zg,j,k|
k=1

Equation (46)

where w, @ and z,,,® is the (j,k)-th element of matrix
Wg(z) and Zg(z) respectively.

The sum rate for the i-th precoding matrix F; and for the
g-th RBG may be expressed by:

Ns ) Equation (47)
M (F)) = " log2(1 + ¥ (F),

=1

where Ns is the number of data streams. The precoding matrix
F, that maximizes sum rates for the g-th RBG is selected,

Foeg = arngr}sé g (F3). Equation (48)

From Equations (37), (46) and (47) it may be observed that
the SIC detection order affects the calculated SINR for the
first and second CW. If the 1st CW is processed first and then
the 2nd CW is detected, we havey, " and y,®. If the 2nd CW
is processed first and then the 1st CW is detected, we have
yg(l)' and yg(z)'. This is because the first processed CW only
uses MMSE detection. SINR depends on both CWs signal
strength and the interference arising from the other CWs.
Choosing different CW as the CW being processed first
results in different SINR. Furthermore, SINR for the CW
takes into account of SIC and thus depends only on its own
signal strength and noise level, not interference from the other
CW. This is based on the post detection SINR.

The sum rates are computed for each F, for [yg(l), yg(z)] and
[yg(l)', yg(z)'] as follows:

2 ) Equation (49)
M (F)) = " log2(1 + Y (F);

=1

and

2 . Equation (50)
() = > log2(1 +7¢ (7).

=1

The computed sum rates, IL(F,) and IL'(F,) in Equations
(49) and (50), are different from each other for different
detection order of SIC. The SIC detection order may be deter-
mined based on criteria that the sum rates in Equations (49)



US 9,048,903 B2

17

and (50) are maximized. The detection order may be selected
if the overall rates for the given detection order is greatest.
Rank, PMI, CQI, or combinations of rank, PMI and/or CQI
may be generated accordingly using the approaches
described previously.

In wideband precoding, a single precoding matrix is gen-
erated for the entire bandwidth. The size of RBG is chosen
such that the averaged channel responses are sufficiently
good. Once the RBG size is determined, the entire bandwidth
may be divided into multiple RBGs, say N. In each RBG a
rate may be calculated accordingly. The sum rate for the i-th
precoding matrix F, and for the g-th RBG may be expressed
by:

Ns ) Equation (51)
M (F)) = > log2(1 + ¥ (F)),

=1

where Ns is the number of data streams. The overall rate of the
entire bandwidth is sum of all of individual rate of each RBG
as:

Ng Equation (52)
Mr(F) = > Ty(F),
g=1

where N; is the number of RBGs for the entire bandwidth.
The precoding matrix F, that maximizes sum rate for the
entire bandwidth is selected,

Foy = arngr}sé [I7(F;). Equation (53)

In M-sub-band precoding a single precoding matrix is gen-
erated for the M preferred sub-bands in the given bandwidth.
A given bandwidth is a set of sub-bands S, i.e., the M pre-
ferred sub-bands within the set of sub-bands S. M-sub-band
precoding corresponds to WTRU selected sub-bands precod-
ing and feedback. The size of RBG is chosen such that the
averaged channel responses are sufficiently good. Once the
RBG size is determined, each sub-band may be divided into
one or multiple RBGs, say Gg. In each RBG a rate may be
calculated accordingly. Assume N sub-bands in a set of sub-
bands S. There are totally Q combinations for M-sub-bands
when choosing M sub-bands among N, sub-bands, such as:

0=,/ Equation (54)

The sum rate for the i-th precoding matrix F, and for the
g-th RBG in the g-th combination may be expressed by:

Ns . Equation (55)
M) = Y log2(1 + 74 (Fi),

=1

where Nsis the number of data streams. The rate of each of the
Q combination (I.e., each M-sub-band) is sum of all of indi-
vidual rate of each RBG in each sub-band and sum of all the
M sub-bands. For the g-th combination the rate is calculated
as
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M-Gs Equation (56)

MH(F) = Y T3(F).

g=1

Denoting the set of Q combination as £, the precoding
matrix F, and the g-th combination that maximizes overall
rate for the M sub-bands are jointly selected in accordance
with the following equation:

(Fyet» b) = argmax [T5H(F)). Equation (57)
F;e,

quQ

In per-sub-band precoding a single precoding matrix is
generated for each sub-band in a set of sub-bands S. Per-sub-
band precoding corresponds to multiple precoding feedback.
The size of RBG is chosen such that the averaged channel
responses are sufficiently good. Once the RBG size is deter-
mined, each sub-band may be divided into one or multiple
RBGs, say G;. In each RBG a rate may be calculated accord-
ingly. Assume N sub-bands in a set of sub-bands S. The sum
rate for the i-th precoding matrix F, and for the g-th RBG may
be expressed as:

Ns ) Equation (58)
M (F)) = " log2(1 + ¥ (F),

=1

where Ns is the number of data streams. The rate of each
sub-band is sum of all of individual rate of RBG in each
sub-band as:

Gs Equation (59)
Ms(Fy) = " M (Fy).

g=1

The precoding matrix F, that maximizes rate of the sub-
band is selected in accordance with:

Foo = arngr}sé [Ig(F;). Equation (60)

An example codebook of containing eight DFT matrix
with different phase shifts is as follows:

1 1 1 1

1 . .1
1 &2 & V2"
Faxao = 1 e e e

1 ) 1
1 2" o™ &7

1 1 1 1

15 ;T
e 16" ¢ 1e"

Fisay =

;L 7
Pk A

i3 15 13 L
216" 16" g i16"  plTe"
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-continued

Foap=| 1 3 1 3L

Faaz=| 3 5 3

Faaa=| 1 1 1 AP

1 1 1 1
i3 13 e ES
A R A R T e T
Fras=| s 3 5 Tt
87 8T T eI
;15 7 L ;9
PG T T e T
1 1 1 1
1
T pI8T e iET T
Faya6 = .3 .1 .3 1|
X% ST AT PAT AT ’
9 1 3
st @8 I8 T IET
1 1 1 1
16" 16" e 167 e iT6"
Faxaz=| 1 it 7 it
&I8T e I8 8T eTIET

11 13 .3 .3
e ITe"  pl1eT  PITeT e /Te
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Once the desired PMI for MIMO communication by the
WTRU has been selected, the selected PMI is transmitted by
the WTRU, step 604. If M-sub-band precoding is used, then
transmitting the selected PMI includes transmitting the
selected combination of M sub-bands and the selected PMI.
And if separate PMIs are selected for each sub-band, then
transmitting the selected PMI includes transmitting the
selected sub-band PMI for each sub-band.

Although features and elements are described above in
particular combinations, each feature or element may be used
alone without the other features and elements or in various
combinations with or without other features and elements.
The methods or flow charts provided herein may be imple-
mented in a computer program, software, or firmware incor-
porated in a computer-readable storage medium for execution
by a general purpose computer or a processor. Examples of
computer-readable storage mediums include a read only
memory (ROM), a random access memory (RAM), a register,
cache memory, semiconductor memory devices, magnetic
media such as internal hard disks and removable disks, mag-
neto-optical media, and optical media such as CD-ROM
disks, and digital versatile disks (DVDs).

Suitable processors include, by way of example, a general
purpose processor, a special purpose processor, a conven-
tional processor, a digital signal processor (DSP), a plurality
of microprocessors, one or more microprocessors in associa-
tion with a DSP core, a controller, a microcontroller, Appli-
cation Specific Integrated Circuits (ASICs), Field Program-
mable Gate Arrays (FPGAs) circuits, any other type of
integrated circuit (IC), and/or a state machine.

A processor in association with software may be used to
implement a radio frequency transceiver for use in a wireless
transmit receive unit (WTRU), user equipment (UE), termi-
nal, base station, radio network controller (RNC), or any host
computer. The WTRU may be used in conjunction with mod-
ules, implemented in hardware and/or software, such as a
camera, a video camera module, a videophone, a speaker-
phone, a vibration device, a speaker, a microphone, a televi-
sion transceiver, a hands free headset, a keyboard, a Blue-
tooth® module, a frequency modulated (FM) radio unit, a
liquid crystal display (LCD) display unit, an organic light-
emitting diode (OLED) display unit, a digital music player, a
media player, a video game player module, an Internet
browser, and/or any wireless local area network (WLAN) or
Ultra Wide Band (UWB) module.

TABLE 3
Codebook Number of layers v
index u, 1 2 3 4
0 uy=[l-1-1-1]7 Wollh Wl HA7 W, 12414/3 W (123415
1 w=[1-1j7 w i w27 W 23143 W (1234))p
2 w=[l1 11]T WLt w,li2hyT w3l g, 3214h
3 uy=[1j1-]7 W, w2 w33 w2
4 o =[1(-1-pNVZ-j (1= V)T Wit w, T w layT 1234
5 us=[1(1-DNZj(=1-hV2IT wellh  wi ez wiirays  w i,
6 ug=[1(1+pN2-j -1+ V2]T Wit W AT w33 w132
7 u,=[l(- 1+J)/«/2J(1+J)/w/2] w it W AT w33 w124l
8  ug=[1-111]7 Welll W ll2Iy7 W 12443 wl1234))p
9 uy=[1-j-1-j]7 Wit W T w i wii23dh
10 uge=[111-1)7 Wil W lBWZ W 12NE w1324
11 u,=[j-1j7 w it w BT W 3E w1324
12 up=[1-1-11]F Wttt WL IRIAT W, 123043 w 11234
13 u,=[1-11-1]7 Wit WL iBIAT w234/ w1241
14 uy=[11-1-17 Wl W BNT w2 Wy ‘3214*/2
15 us=[111177 Wittt wiIPAT w2 Wy “23‘”/2
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What is claimed is:
1. A method for reporting by a wireless transmitter/receiver
unit (WTRU), the method comprising:
determining a plurality of ranks based on at least one metric
indicating channel conditions including a sum rate cal-
culated for each rank of a plurality of possible ranks,
wherein each ofthe plurality of ranks indicates a number
of layers for downlink transmission and is associated
with a same time interval, and wherein each of the plu-
rality of ranks corresponds to different frequency bands;

for each of the plurality of ranks, determining a respective
precoding matrix index (PMI), wherein each respective
PMI indicates precoding information for an antenna
array; and

reporting information indicating the plurality of ranks and

the respective PMIs.

2. The method of claim 1, wherein the each rank and
respective PMI combination are jointly determined.

3. The method of claim 1, wherein the rank information is
transmitted on a physical uplink shared channel (PUSCH).

4. The method of claim 1, wherein the rank information is
transmitted aperiodically.

5. The method of claim 1, wherein the at least one metric is
signal-to-interference and noise ratio, throughput, block error
rate, and system capacity.

6. A wireless transmitter/receiver unit (WTRU), compris-
ing:

a processor;

the processor configured to determine a plurality of ranks

based on at least one metric indicating channel condi-
tions including a sum rate calculated for each rank of a
plurality of possible ranks, wherein each of the plurality
of'ranks indicates a number of layers for downlink trans-
mission and is associated with a same time interval, and
wherein each of the plurality of ranks corresponds to
different frequency bands;

the processor configured to determine a respective preced-

ing matrix index (PMI), wherein each respective PMI
value indicates preceding information for an antenna
array, and wherein each rank and respective PMI com-
bination are jointly determine;

a transmitter coupled to the processor; and

the transmitter configured to report information indicating

the plurality of ranks and the respective PMIs.

7. The WTRU of claim 6, wherein the transmitter is con-
figured to transmit the rank information on a physical uplink
shared channel (PUSCH).

8. The WTRU of claim 6, wherein the transmitter is con-
figured to transmit the rank information aperiodically.

9. The WTRU of claim 6, wherein the at least one metric is
signal-to-interference and noise ratio, throughput, block error
rate, and system capacity.

10. A wireless communications system, comprising:
aprocessor configured to determine a plurality of ranks based
on at least one metric indicating channel conditions including
a sum rate calculated for each rank of a plurality of possible
ranks, wherein each of the plurality of ranks indicates a num-
ber oflayers for downlink transmission and is associated with
a same time interval, and wherein each of the plurality of
ranks corresponds to different frequency bands;

the processor configured to determine a respective precod-

ing matrix index (PMI) value, wherein each respective
PMI value indicates precoding information for an
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antenna array, wherein each rank and respective PMI
combination are jointly determined, and wherein each of
the plurality of ranks corresponds to different frequency
bands;

a transmitter coupled to the processor; and

the transmitter configured to report information indicating
the plurality of ranks and the respective PMIs.

11. The system of claim 10, wherein the transmitter is
configured to transmit the rank information on a physical
uplink shared channel (PUSCH).

12. The system of claim 10, wherein the transmitter is
configured to transmit the rank information aperiodically.

13. The system of claim 10, wherein the at least one metric
is signal-to-interference and noise ratio, throughput, block
error rate, and system capacity.

14. A method for processing by a base station, the method
comprising:

receiving information indicating a plurality of ranks and
respective precoding matrix index (PMIs), wherein the
plurality of ranks is based on at least one metric indicat-
ing channel conditions including a sum rate calculated
for each rank of a plurality of possible ranks, and each of
the plurality of ranks indicates a number of layers for
downlink transmission and is associated with a same
time interval and a particular frequency, wherein each of
the plurality of ranks has a respective precoding matrix
index (PMI) that indicates precoding information for an
antenna array; and

scheduling resources based on received selected plurality
of ranks and respective precoding matrix index (PMIs).

15. The method claim 14, wherein the plurality of ranks
correspond to different frequency bands.

16. The method of claim 14, wherein the information is
transmitted on a physical uplink shared channel (PUSCH).

17. The method of claim 14, wherein the information is
received aperiodically.

18. A base station, comprising:

a receiver configured to receive information indicating a
plurality of ranks and respective precoding matrix index
(PMIs), wherein the plurality of ranks is based on at least
one metric indicating channel conditions including a
sum rate calculated for each rank of a plurality of pos-
sible ranks, and each rank indicates a number of layers
for downlink transmission and is associated with a same
time interval and a particular frequency, wherein at least
one rank is selected from the plurality of ranks based on
a sum rate, wherein each of the plurality of ranks has a
respective precoding matrix index (PMI) value that indi-
cates precoding information for an antenna array; and

a processor coupled to the receiver, the processor config-
ured to schedule resources based on the plurality of
ranks and respective precoding matrix index (PMIs).

19. The base station of claim 18, wherein the plurality of
ranks correspond to different frequency bands.

20. The base station of claim 18, wherein the information is
transmitted on a physical uplink shared channel (PUSCH).

21. The base station of claim 18, wherein the information is
received aperiodically.

22. The base station of claim 18, wherein the at least one
metric is signal-to-interference and noise ratio, throughput,
block error rate, and system capacity.
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